FEDERAL AVIATION AGENCY
FLIGHT STANDARDS SERVICE
Washington 25, D. C.

Auvgust 31, 1961

CIVIL AIR REGULATIONS DRAFT RELEASE NO. 61-17

SUBJECT: Use of Aircraft Simulators for Pilot Training and Proficiency o
Checks

-y

The Flight Standards Service of the Federal Aviation Agency has
under consideration amendments of Parts 40, 41, and 42 of the Civil
Air Regulations to prescribe standards for approval of aircraft
simulators, courses of training in aircraft simulators, and the use
of synthetic trainers for proficiency check maneuvers. The reasons
therefor are set forth in the explanatory statement of the attached
proposal which is being published in the Federal Register as a notice
of proposed rule making,

The Flight Standards Service desires that all persons who will
be affected by the requirements of this proposal be fully informed
as to its effect upon them and is therefore circulating copies in
order to afford interested persons ample opportunity to submit comments
a5 they may desire,

Because of the large number of comments which we anticipate
receiving in response to this draft release, we will be unable to
acknowledge receipt of each reply, However, you may be assured that
all comment will be given careful consideration,

It should be noted that comments must be submitted in duplicate

to the Docket Section of the Federal Aviation Agency, and in order to
insure consideration must be received on or before November 9 1961.

W(‘.@W

Director,
Flight Standards Service
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FEDERAL AVIATION AGENCY
FLIGHT STANDARDS SERVICE

[14 CFR Parts 40, 41, 42]
[Regulatory Docket No. 873; Draft Release No. 61-17]

NOTICE OF PROPOSED RULE MAKING

Use of Aircraft Simulators for Pilot Training
and Proficiency Checks

Tursuant to the authority deleguted to me by the
Adtninistrator (14 CFR 405.27), notiee 1% heroby glven
that there is under consideration o proposal to ainend
Purts 3 41, and 42 of the Oivil Air Regulatlons as
hereinafter set forth.

Interested persons may participate in the making of
the proposed rafes by submitting such written data,
views, or arguments as they may desire. Communica-
tions should be submitted in duplicate to the Docket
Section of the Federal Aviation Agency, Room C-226,
1711 New York Avenge, NW. Washington 25, [D.C.
All cammnuanientions received on orf before November 9,
10961, will be considered by the Administrator helore
taking avtion upon the proposed ruies. The pro-
posals contalned in this potice may be changed n the
light of comments recelved. Al comments submitted
wlll he availuble in the Docket Section for Examina-
tion by inferested persons when the presceibed date
for return of comments has expired.

Rinee 1954, those air carriers using aircraft si
ulators in thelr pilot training programs have heen
ullowedd to condduet all hut Tour of their pilot-in-eom-
mwand proticieney check maneuvers in the simulator
instend of the aircraft.  Simulalors used in accom-
plishing these proficiency ¢heck mancuvers are re-
quired to accurately stinulate the flight charactecistios
and the performance of the particular aireraft through
all ranges of normal and emergency operation. Ma-
neuvers at minimum speeds, approach procedures on
the letdown aid for which the lowest minimums are au-
thorized, landing under cireling approach conditions,
and takeoffs and landings with engine failures must
be accomplished in the aircraft on eaeh proficiency
check.

fo 1907, Parts 40, 11, and 42 were amended to permit
the substitutinon of an approved course of training in
it afveraft simulator, at alternate G-month intervals,
for the proficieney check of the pilot in comtuand.
These amendments specified, in general teving, the char-
acteristios and simulntion roquirctuents of a sinnlator
when used in an approved course of training, and that
satwe year the Civik Aeronautics Manuals were
sneniled to specify the systems or conditions that the
sitnalator should Mlly slhldate. Since that  Lime
these rates and polleies, topether with a simlator
tlight test progeam developed hy the FAA, hiave been
nsed to evalunte the suitability of aireraft simulators
for use (o approved gimulator (raining courses,

Developments in the aviation indusiry within the
List few yvears have brought about a substantial in.
crease In the use of aircraft simulators for train-

ing aud checking the proficiency of alr carrier flight
crewineinbers, When the regulations were amenided in
10599 (o require approval of tralning programs and
annual proficiency checks of pilots other than pllots in
command, the air carriers were allowed to substitule
an approved course of training in their simulators for
these proficiency checigs, 4t alternate 12-month inter-
vals. In addition, the Agency, in approving training
programs, has permitted a 25-percent reduction in air-
eraft flight training for those programs that include
approved simulator training, Lesser reductions huave
been allowed for training in synthetic trainers or
simulators that do net weet the standards for use
in approved simulator coupses.  The simulator in-
dustry itself has wade rapid advances, not only v
the art of simuluation, but alse In exp#nsion of the
arvens they simulale,

Because of the wide wvariety of uses for aipcraff
sithululors, and the oxtensive possibilities they oiler
for improved training, we need a bhetter method of
approving their use in the various phases of air car-
rier training and tlight checking,  As the first step in
developing such a method, we issued, on May 6, 1960,
a discussion deaft of proposed standards for aireraft
simulators and approved simulator traioing courses.
This draft neluded ot anly the systenis sinmulation re-
quirements that are now covered in the CAMs, but also
proposed specitic standurds and tolerances for sim-
ulator performance and flight characteristies, The
draft was distributed to air earriers, training aids
manufacturers, associated aireraft industries, and
technical personnel associations; and the proposed
standards were subsequently discussed with various
industry groups, The comments and suggestions of
these interested persons and groups have been con-
sldered in the preparation of this notice,

The amendments proposed hersin would define an
afreraft simulator as an approved training deviee that
fully simulatesy the systems, performance, and flight
characteristics of a partleular aireraft in accordance
with standards specified by the Director, Blight Stand-
ards Service. This definition would provide a clear dis-
tinction hetween an airecaft simalator, which would
be an approved devics, and a synthetic trainer, which
i a device an wir cdrrior 18 approved to use for simy-
lating certain operating conditlons.  These proposed
amendments would alkso anthorize an alr carcier to
conduct all but four of its pilot proficiency cheéck mna-
neuvers in an aircraft slmulator, without further spe-
cifte approval for each maneuver involved, and would
require that aircraft simulators be used in con-



doecting approved courses of simulator training. In
addition, the proposed amendments would allow in-
dividual approval for an air carrier to conduct speci-
fied pilot proficiency check maneuvers in a synthetic
trainer, if the trainer adeguately simulated the sys-
tems, performance, and flicht characteristics of the
applicable aireraft for theo<e particular maneuvers,
Although not covered by thiz propozal, the Flight
Standards Service, in a separate notice, is proposing
to allow a Zi-percent reduction in aircraft flight time
for thoxe uapproved air carrier training programs
that include a specified amount of training in an air-
craft simulator.

Under thiz proposal. standamlz and procedures for
approval of aireraft simulators and =zimulator (rain-
ing courses. as well as procedures for obtaining ap-
proval to use synthetic trainers in accomplizhing pilot
proficiency check maneuvers. would be published in
an appendix to the Civil Aeronautics Manuals, Such
standards would be used not only as a muide in ap
proving aircraft simulators, but al=n in evaluating the
adequacy of synthetic trainers for use in conducting
air carrier training programs and pilot proficiency
check maneuvers. The present CAM material on the
use of synthetic trainers for pilot checks. and re-
quirements for approval of simulator training courses,
would be deleted.

We believe the adoption of these proposed standardz
as guidelines to the imndus<try will stimulate further
advances in the art of simulation, and will contribute
to the development of training devices that will afford
optirpuin training value for crewmembers. thereby in-
creasing =afety in air commerce. Standardsz adopted
as a result of this notice would be reviewed period-
ically, and revized as experience and industry develop
mwents indicated.

In consideration of the foregoing. it is proposed to
amend Parts 40, 41, and 42 of the Civil Air Regula-
tions as follows:

1. By amending §405 of Part 40 by adding in
proper alphabetical order a new definitinn to read as
follow=:

40.5 Definitions. = * *

Aircraft simulator. An aircraft simulator is an
approved training device thar fully simulates the zvs-
tems, performance, a#nd Aizhe characteristics of a par-
ticular airplane in accordance with standards speci-
fied by the Director, Flight Standardsz Service.

2. By amending § 40.3122(h) by revising subpara-
graph t3) and by adding a new subparagraph (4) to
read ax follows

40.392 Pilot checks, * * ¥

ib)Y Proficiency check ** =

(3) An air carrier may u-e an aircraft simulator
or a synthetie trainer o condust proficiency check
manenvers required by subparagraph 12} of this para-
graph. subject 10 the conditions set forith in sub-
divisions {i) through (iii) of this subparagraph.

{1) Maneuvers at minimumn speeds. approach pro-
cedures on the letdown aid for which the lowest
minipns are authorized, landings under cireling ap-
proach conditions, and takeoffs and landings with en-

=]

gine failures shall be given in the appropriate air-
plane on each preficiency check. When a synthetic
trainer is used to conduct a portion of the proficiency
check, any additional maneuvers that have not been
approved by the Administrator or his authorized repre-
sentative for accomplishment in the trainer shall also
be given in the appropriate airplane.

(ii) The aircraft simulator shall simulate the sys-
tems, performance, and flight characteristics of the
particular airplane used in conducting the proficiency
check. For each maneuver approved for accomplish-
ment in a synthetic trainer, the air carrier shall show
that the trainer meets the approprizte standards for
=imlation of the systems, performance, and flight
chavacteristies of the particular airplane used in con-
ducting the proficiency check.

(itiy That portion of the proficiency check given
in an aireraft simulator or a synthetic trainer shall be
conducted by a check pilot or a representative of the
Administrator.

14) Subsegquent to the initial pilot proficiency check,
an approved course of training in an appropriate air-
craft simulator, if satisfactorily completed, may be
substituted at alternate 6-month intervals for the
proficiency check required by subparagraph (1) of this
paragraph. The course of training shall be approved
in accordance with standards and procedures pre-
seribed by the Director, Flight Standards Service.

3. By deleting §§ 40.302-3, 40.302—, and 40.302-5.

4. By amending § 10305 by redesignating para-
graphs (b) and (¢) as paragraphs (¢) and (d), and
adding a new paragraph (b) to read as follows:

40.305 Proficiency cheek; second in command. * * *

(b) An air carrier may use an aircraft simulator
o a synthetic trainer to conduct proficiency check
mwaneavers required by paragraph {(a) of this see-
tion, subject to the conditions set forth in subpara-
graphs (1) through (3) of this paragraph.

{1) Slow flight, approach procedures on the let-
down aid for which the lowest minimums are aun-
thorized, landings under ecircling approach conditions,
and takeoffs and landings with engine failures shall
be given in the appropriate airplane on each pro-
ficieney check. When a synthetic trainer is used
to conduct a portion of the proficiency check, any addi-
tional maneuvers that have not been approved by the
Adminis{rator or his authorized representative for
accoruplishment in the trainer shall also be given in
the appropriate airplane.

(2) The aircraft simulater shall simulate the sys-
tems, performance, and flight characteristics of the
particular airplane used in conducting the proficiency
check. For each maneuver approved for accom-
plishment in a synthetic trainer, the air earrier shall
show that the trainer imeets the appropriate standards
for simulation of the systems, performance, and flight
characteristics of the particular airplane used in con-
ducting the proficiency check.

(3) That portion of the proficiency check given in
an aireraft simulator or a synthetic trainer shall be
conducted by a check pilot or 4 representative of the
Administrator.



8, Iy ndding an appendix to Part 40 to read as
Tollows @
APPENDIX
Standards and procedures for approval of aircraft
simulators, courses of (raining in aircraft simula-
tors, and the use of synthetic trainers for pro-
ficiency check maneuvers
APPROVAL OF AIRCRAKMT SIMULATORS

1. Application for approval., The air carrier shall
submit an application for approval of an airersft sitn-
ulator, in triplicate, to the FAA Principal Operations
Inspector. The application shall inelude the fol-
lowing :

{1} For those items listed in section 3 of this ap-
pendix, informuantion und data necessary to show that
the simmulator adequately simulates the minimum and
maaximum linits of the systems for the airplane heing
sirnlated, s shawen in the approved Airplane Flight
Al andl/or the maintengnee section of the air
carrier's manual ;

h1 A Tist of instruments, {ontrols, equip-
ment, or other itetns pertineni (o training or profi-
cieney checking that ave in the airplane being sim-
ulated, but have we been inecorporated in the sim-
ulator: and any deficiencies in the area of perform-
ance and flight characteristics ; and

(¢) Comparative data sheets showing that the
performance and flight characteristics of the
craft simulator have been flight checked and found
to be within the limits prescribed for the items lsted
in section 4 of this appendix. 'The airplane data used
for cawparison purposes shall he applicuble to the
currently certiticated airplane.  Sueh duta iay be
obtained ;

{1) From the approved Airplane Flighl Manhual,
Type Inspection Reports, or other flizht test data pro-
vitted by the airplane manufacturer, if satisfactory to
the Adminisirator: or

{2y By flight tests ronducted in aceordance with
the providions of Parrc 4b of the Civil Alr Begula-
tlons In the afr carvier’s own airplane. If this pro-
cedure is used, pertormance and flight characterisiics
data for the g iimilts and weights used daring train-
ing will e sarisfactory, A representative of the Ad-
ninisteator will participate in the Qight test program
voncdygrted by the nir earrvier. Befure starting these
flights, an outline of the tests to be conducted in
the airplane shall be prepared and coomlinated] by the
air earvier with the assigned FAA inspector. This
outline shall contain procedures to bhe fullowed and
data to be obtained during each phase ol the flight
testing progranl. Any data so obtained will be ae-
coplable forr use hy other air carriers using the same
type of equipment, when appropriate arrangements are
made with the air carcier originating the data,

2, Prowigions for wireraft simulutor maintenrance
anid modification. The air carrier shall provide the
following personnel, procedures, and facilities for
maintenance and nunlification of the aircraft sim-
ulator :

(a) An adequate nummber of quubified maiclenance
personnel ;

HILY

uir-

thy Adequate pracedures for preflight inspection of
the simnlsror sinilar to those forr the airplane being
simulatead ;

el A dally dlscrepancy lng fo be used by the sim-
uwlatoer inzteuctor or cheeck alrmian at the termination
of each training or check fiight;

() A preventive maintenanre schedule to be fol-
lowed in maintaining the simutator, ineluding simala-
tor overhaul periods: and

(e) A modification program for keeping the con-
figuration, performance, and flight characteristics of
the simulator the same as those of the nirplave being
simutated.

NOTE: The air carrier may also include, as a part
of the simulator maintenance program, provisions for
continuation of  training activities for a specified
periedl of fitoe with certain simulator components in-
operative.  Such provisions shall be limited to instru-
ments or equiptnent not essential for accomplishing
the particular phase of training involved,

3. Minimum standards for simuletion of airplone
systems. The simulator shall slmulate at least the
following items anl systewns of the airplane being sim-
ulated : Prorided, That uo svstem o1 item will be re-
quired for approval if it is not necessary to the per-
formance of the nocinal and eitergency operating pro-
cedlures specifisd] in the air carrier's manuzl for such
airplane :

{a) All norinal cockpit noise related $o engine or
aerwlynamnic ooise {adjustuble valune is perinissible) ;

(b) Al Alight controls;

(el Gust locks:

() Trim tabs:

e) Landing meqr operation;

(f) Wheel brakes:

(2) Steering mechanisms used on

th) Wing fliups and spoilers;

(i) Powerplant operations;

(3) Propeller controls and circuity;

(k) Antbdclonation injection syvstems (when appli-
cible) ¢

{1) Fuel and oil systems ;

fm) Cockpit. The simulator shall vepresent & full
seale wmockup, inclading oormsl flight crew stations
and accommodations far the instructotr or check airman,
and xhall he represeniniive of a rypical fleet airplane.

(u) Clirenit breaker stations manageable by the
ifight crew in the flight compartment (those not re-
lated to essencial flight egnipment or systems need nok
he operative] ;

{o} Hydraulic sysrens;

(p} Fire detection and extinguishing svsicms:

tq) Pocumaric sysrems (including einergency air-
brakes) ;

{r) Electrical systems:

(8) Intertor ¢ockpit lights:

(t) HMxterior light controls:

{(u) Pressurization and air-comditioning systems (in-
strument indication nnd watrning slgnals) ;

(v} Deicing and anti-lelng systems,

(w) Supplemental bregthing sysleins (the systems
may be charged with or vented to air): and

the ground;



(x) Other special systems peculiar to certain ®ir-
planes as necessary in view of the training value of
the systems.

4. Minimum standards of tolevonce for performanee
and fighl chapacteriztice. The simulator shall stmo-
ulate the performance and flight charueteristics of the
pariicular airplane wing =simulated in accordance
with the standaris of toleranee spectfied in this sec-
tion.

iay Performance. 1 Weight and e.z. aptional unless
otherwize noted 1. For those items listed helow, where
where aitspeeds apply. the waximumm toletance shall
he = 2 seconsds or = 10 pereent. whichever (s greater,
unless otherwize spacifically notedl. For those itemns
where air speeds applr. the maximum tolerance zhall
he = 5 konts, except in the ¢ase of the difference be-
tween stall and stall-warning airspeed, and the differ-
ence in this= instance shall he within — 2 knots of that
ior the appropriate airplane but in ne case shall the
stalt oevur befare the stall warning.  For those jtems
where climb ratex apply. a maximmo slecancs of £ 50
fest ar 10 percent. whichever i= greater, stull be
accepiable.

11) Propeller feathering time ¢if applicabie).

12y Landing gear operating time.

13) Wing flap operating time.

14} Calibration of gyrocompass and turn-and-bank
indicutor in stamdard rate turns and 30 degree banked
twrns. through a range of W degrees,

th) Takeoll acceletation (ime,

16) Stall speerds and stull-warning speeds over a
range of weight= and flap etrings.

17} Engine power ithrusts calibration at takeofl
and mazimum continuous ratings over an altitude
range: as follows:

{1} Reciprocating engine=: For a given BMEP and
RPM. the MAP toleranee shall be = 1 iach,

1ii) Turbine engines: For a given EPR, N, and X,
tolerances shall be + 2 percent, and

Cill) Critieal aliitmle: The tolérame for critieal
altitede shall he = 800 feet.

(ivy Tolerances in suhdivisions 17 and #ii) of this
subparazraph shall be allowed for speed versus power.
and elimb rates.

181 Speed versus power in level flight at eruise
altitude.

191 Ratez of ¢limb verms aleipmie in the following
configurations :

(iv Takeoffi gear down 1one engine inoperativel,

1iiy Takeoff gear up t1one engine inoperativel,

1iiiy Final takeoff 1one encine inaperative!,

1iv 1 All engines en route,

1v) One-engine-innperative en route climb,

1Ty Too-engine-ineperative en route climk  (for
airplanes with [our or Moare Cnginest.

Ivily Approach 1one ongine inoperativer. and

1viii1 Landing.

NOTE: Include twa weights in at leaxt one con-
Hguration, and rove temperarares in at least ane other
configuration,

(HM Raies of climb versus airspeed for one takeoff
and one en ronrce confisuration,

111 MP/BMEP/RPM relationships shall eonform
to airplane data. EPR/Compressor/EPM relation-
ships =hall conform to airplane data.

thy Flght characteristics, (Welght and eg op-
tional unless otherwise noted), For those items listed
helow where control forces apply, the maxzimum toler-
ance shall be = § pounds or = 25 percent, whichever
is the greater, except that in regard to rudder forces
the tolerances shall be = 10 pounds or 28 percent,
whichever is greater. In no case shall there be a
force reversal. For those items where time reguire-
ments apply, the maximum tolerance shall be * 2
spends or 2 25 pereent, whichever is mreater. In
those areas for whick limitations are not =zet forth,
such as compressibility trim change, nature of stall
warning, Duteh roll characteristies, emergency de-
srents, and features peculiar to certain types of air-
planes, a represzentative of the Administratoer will spe-
cify appropriate limitations, taking into consideration
thelir training value.

{1y Sarle longitudinal stability in the following
configurations {this range of tolerance shall be applied
within 15 percent of trim speed and return to trim
shall he within + § knots) :

{i) Landing,

tii) Approach,

fili} Cruise (high and low altitude), and

1ivy Climb.

NOTE: Include a cg range for at least one of the
above configurations,

(2y Longitudinal control farees for configuration
changes as follows {control forees required to main-
tain speed will he indieative of trim changes) :

tiy Flap retraction—power off and power on,

tiiy Flap extension,

tiiiy Pawer {thrust) application, and

1iv} Go-around from balked landing.

13) Aileron forees versus wheel deflection.

i+ Rudder forces versus peidal defleetion.

(5) Allnimum control speed.

6y Stall characteristics, including nature of stall
warning and instrument indications daring recoverry.
Stall tests shall alsze e eonducted in 30 depree hanked
urns.

(7)1 Stick foree per g

t8) Roll rates.

1 Featwres, peeuliar to the airplane, such as
Duteh rotl, comwpressipility fritn changes, etc., where
theze features have n significant effect on procedores
or handling characteristies,

(101 Buffeting demonstirations as experienced in
stalls, or, as applicable, high Mach numbers up to
design Mach limits.

{111 Other items required by a representative of
the Administrator.

A Minbmwm standards of tolerance for stmulator
warigational recorders (enurse and altitude), At any
altitude, and on any heading, the distance traveled by
the recorder with zera wind in a particular time inter-
val shall he equivalent to * 3 percent of the horizontat
component of the tree airspeed mulitiplied by the time
interval. The frack of the course recorder on the
chart with no wind «hall agree with the true heading



of the ziroglator within + 3 degrees, which ghall in-
clude altowances for instrument error, This shall ap-
ply when the simulator is turning as well as flying a
straight course, The track of the altitude recorier
shall indicate within £ 20 feet the actual gllde path
as shown on the flight instruments during simulated
T1L® or PAR approaches, when within 20 miles of the
station.

6. Caneelletion of approval. The failure of an air-
eralt simmulnior to meet the standards and tolerances
specified in this sectlon shall be sufficient reason for
cancelling the approval of such simulator.

APPROVAL OF AIRCRALFT SIMULATOR
TRAINING COURHESR

11. Applicution for approval. The alr carrier shall
submit an application for approval of a course of
training in an aircraft simulator, in triplicate, to the
FAA Principal Operations Inspector. The applicn-
tien shall inelude o sitnutator training eonrse earricu-
lunt and =ufficient descriptive material to evaluate the
=cope auntd adequacy of the couerse of training o he
aceomplished, sl to determine that the course meets
the stundards preseribed in seerion 12

12, Rpuendords frr approval of siptaletor trufnping
CrLT REN.

fa) The simnlator training course earriculum shall
include at least those items specified n subparagraphs
(1) through (3) of thiz paragraph.

(1) Simulator flight tratning and inztruction of at
least 4 hours in all normal and emergensy operating
procedures, as shown in the approved Afrplune Flight
Manual; the maneuvers required by § 40,302 (h) and/or
§ 40,305 ; and those maneuvers peculiar fo the partie-
ular airplane heing shiulated, sueh as Duateh roll,
efc. Flight maneuvers that require visual reference
10 the ground need not be included.

(2) Ground training consisting of at least 2 hours
of simulator briefing and debriefing instructious.

{(3) Minimum  performance  standards for  flight
crewmembers.  Such standards shall not be less than
the current requirements established for proficiency
checks in the partieglar airplane being sitnuluted.

(h) Approval of the aircraft simulater(s) to be
userl in the training course shall have been based on
simulation of the particular airplane(s) operated by
the air carrier: fProvided, 'Uhat noother air cacrier’s
simularor muy be used if the applicant zhows that
the instrumentation, radie equipment, ¢ontrol arrange-
ment, sysiems, performance, and flight characteristies
nre consistent with his own airplane(s).

i) The air carrier shall provide an adeguate number
aof simmlitor instructors, BEach such instrocter shall
hald a valid airline transpore pitot certificate with an
sppropriate type rating for the airplane being simg-

lated. Satisfactory completion of the approved sim-
ulabr conrse shall he ceriificd to by a company check
dirinsn or a representative of the Administrator.

{1t) The air carrier shall establish and maintain
i rednril system that shows, for earh trainee or crew-
membwr participating in the course of (raining, the
course instruction, course time, and grades reeeived.

18. Rewvizions ta upproved course of trathing. Re-
quests for revisions of the approved training course
shall be submitted and bandled in the same manber
establishedd for initial approval

APPROVAL TO USE SYNTHETI(! TRAINERS FOR
PROFICIENCY CHECEK MANRKUVERS

21, Application for approval, The air carrier shall
submit for approval a list of the maneuvers to be
accomplished in the synthetic trainer, Such applica-
tion shall be submitted, in triplicate, to the FAA Prin-
cipal Operations Inspector.

22 Procedure for approval. A representative of
the Administrator will evaluate and determine the
wdequaey of maneuvers simulated, and will specify
those thut may be accomplished in the trainer.

23. Use of aircraft simulutors or synihetic trainers
mwwned or operated by unother air carrier. The use of
another air carvlev's simulator or frainer is per-
missible, provided the instrumentation, radio equip-
ment, control arrangement, systems, perforinance, and
tlight characteristics are consistent with thoge of the
aircraft operated.  Specific approval by the Admin-
istrator or his anthorized representative js required
te eondilet a porticn of the proficlency check in avother
afr rarrter's aircraft simulator. Check airmen ysed
in comlucting the checks shall be these designated for
the wir carrier operating the airplane.

24 Cuneellation of epproval, The tailure of a syn-
thetic trainer to meet the standards and folerances re-
quired for approval to use such trainer for proficiency
¢heck maneuvers shall be sufficient reason for ean-
celling such approval.

* Ed * * *

6. By promulgatlng amendments to Parts 41 and 42
of the Civil Al Regulationz similar to those proposed
herein.

These ainendments are proposed under the authority
of sections 313(a), 601, 804, and 605 of the Federal
Aviation Act of 1958 ; (72 Stat. ™H2, 770, 778, 49 T R.C.
1354¢a), 1421, 1424, 1425),

ooy GtV

Director,
Flight Standards Service
Issueil in Wushington, DG, on August 31, 1961
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